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BURN BARRIER NO. 129
A Mineral Spirit Base, Alkyd Type

Fire Retardant Varnish Base Coat
Fire Hazard Classification, CLASS “B”

b

DESCRIPTION:

A Class "B" fire retardant vamish hase
coat when applied to combustible
surfaces. Mo, 129 must be topeoated

= Complies  with  lederal, siale, local
building and firc code roguircments.

= Tries by solvenl evaporalion o a
flexible clear finish.

ignition. Avoid contact with skin and
breathing of wapor or spray mist
Close container afler use. DO NOT
TAKL INTEREMNALLY.

Read MSDS before opening

with No. 130 Fire Retardant Varnish * Docs mol Jeach (losc e relarduney) on containers.
Overcoat,  for maximum  durability, pos gh V-

cleansibility and to comply with the =+ Mets all present lead and ceological KEEP OUT OF REACH OF
Underwrilers' laboralories fire hazard £ CIIILDREN

classifications. No. 129 15 designed for
use on all new and previously coated

regulations - I*hotochemically
nonreggtive according o Rule 102,

SURFACE PREPARTION:

wood surfaces (exeepl Noors). No. 129 CHARACTERISTICS:

and No. 130 contain no waler soluble Surlace preparation should be carmied
: ingredients.  The coatings will not Fimish. ... ... ... ..ol Clear oul  aceording W good painting
b Icachl or lum whiu.:l on aging or Spreading Rate practices. All dirl, grease, oil, wax,

washing. The varish system  is Per Coat 300 sq.fr/zal. rust and other loreign matler must be

suitable  for uwse on  Interior and (74...?} removed.  May  be  applicd o

Lxterior  surfaces.  On  exterior
applications, the life expectancy is
similar to that of conventional alkyd
varnishes. No. 129 is manufactured

3.5 mils to 1.8 mils dry

Coverage at 1 Mil Dry . 534 sq. [I/gallon

previously coated surfaces in good
condition. Glossy surlaces must be
dulled with sandpaper or steel wool.

. Solids by Weight ... ....... 6% 1 2%, All sanding, filling of nails holes, ete.
with Rule 66 mineral spirits, and must be completed prior to the
i 3% = L
b possesses no strong or unpleasant Solids by Volume ... H%=2% application of No. 129,
v odors during application. Drying Time @ 77°F (25°C) & 50%
RH. N
RECOMMENDED USES: Totouch. ................... 4 hour APPLICATION:
: To handle | . ¥ hours . . A
' For application to all combustible Totopooat. . .............. 24 hours Mix material thoroughly hy boxing or
<8 surfaces, where it is either necessary stirring. BURN BARRIER Nao. 129 can he
or desirous to reduce the surface Type of Cure . .. .. Solvent Tvaporglion applicd by brush, roller, conventional
buming  characteristics of  the Flash Point or airless spray. Apply a umiform coat
substrate. of Liquid Coating ... .. 105°T (40,6°C) at a coverage rate of up to 300 sg.
(Pensky-Martens closed cup) MALS.  gallon (74 1:112ij_ The
USED BY: Reducer/Cleaner . Mineral Spirits coverage rale obtained will vary with
Schools, Colleges, Nursing Homes, . the porosily of the wood. To conlorm
Child Care Centers, Hospitals, Penal Shelf Life ... ... & months (unopened) with surface bumning characlenistics
{H:ﬂggﬁl,ls mﬁic% Hl({)ctasi‘ Packaging .. ....... 1 & 5 gl contginers C:{Lﬂb'ishl:bd lor this varnish, dilution ol
Stores, Restaurants, Ul‘ll]l‘lLHk Railroad weight/al. 7.8 + 0.2 Ibs. the varmish should be compensated
1 and other Transportation Companiss, Shippine Wei 4 gals. - 35 Th with reduced coverage rates. Do nol
9 Oil  and Chemical Installations, ipping Weight. ... EAS. - 30 05 apply when surface or air tlemperature
Military  Installations  and  other 5 gals. - 42 lhs.

facilities where fire retardant coatings
are required

PERFORMANCE INFORMATION:

Application . . . . Brush, roll, conventional
and airless spray

is below 50°T (10°C).

APPLICATION EQUIPMENT:

PRECAUTIONS: Conventional Spray
i * Class "B" [ire raied on combustible The liauid coat . latile Alr Supply ... 11.5 CI'M, 50 psi
surfaces when topeoated with BURN . i hlqm'hl -L.mﬂ.;ng ﬂmmfm_ vf] ahle fluid 15 psi
BARRIER No. 130 Tire Retardant Varnish 3}““ ustible) O Due care s Gun. .. .Graco 217-800 to 217-816
% Topceat. (sce fire hazard classification © o BAETUISE uring  mnd - atler THPE e ieiininnns External Mix
b section) apphication. Adequate ventilation must Reducti Un to 7%
be  provided durmg  and  aller uction. pio 7%
' Class "A" fire rated  on apphication until the coating 15 dry. )

" noncombustible surfaces when Keep away [rom heat, sparks and open Airless Spray )
b lopeoated wilhBURN BARRIER No, 130 Mame. Do not smoke - extimguish all P“mP ------------ Super ’Simger_*
B Firc Ketardant Varnish Topcoat. (sce Mames, pilot Hghts and heaters - lum Fluid pressure. . ........ 1625 psi
. lire harard classilication section) ofl  stoves,  clectric ols  and Straner. ....ooovveas 100 Mesh

Continued on next page...

apphances, and any other source of
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BURN BARRIER NO. 129

A Mineral Spirit Base, Alkyd Type

Fluid Hose .. ... .. .. L2 diameter
Gun ..o G-10N
Tip ..o 0mz2-.017
Reduction .. ... ... .. Up to 7%

* Minimum

Information provided heremn 15 based
on lests believed o be rehable. In as
much as we have no control over the
use ot application o which others may
pul  this malenal, we make mo
guaranlee or warranly. This product 1s
sold on the condition that cach user of
the malernial  make  their  own
cvalualion o delermine the malerial’s
suilability (or their own particular use.

Fire Retardant Varnish Base Coat

Fire Hazard Classification, CLASS “B”

FIRE HAZARD CLASSIFICATION

Flame Spread Rating. Class “B” when applied to combustible surfaces. Class “A”
over non-combustible surfaces; when tested in accordance with ASTM E-84 (NFPA
2535), the coating obtained the following UNDERWRITERS' LABORATORIES fire

hazard classification.
COATING (SYSTEM) DETAILS CLASSIFICATION OR RATING

CWHER APPLIED T DOUGEAS FIR)
Flame Smoke
Spread Developed

SEALER MNone

BASE COAT  Type 129 applied in one coat

at 300 sq. ft./US. pal_ (7.4 m%L) 45 50

TOP COAT  Type 130 applied in one coat at

600 5q. fr/US gal (14.7 m7/L)

COATING (SYSTEM) DETAILS CLASSIFICATION OR RATING
(WIIEN APPLIED T ASBESTOS-CEMENT BOARD)

Flame Smoke
Spread Developed

SFALFR — None

BASE COAT — Type 129 applied in one coat

al 300 sy, LS, gal. (74 m71) 5 0

TOP COAT — Type 130 applied in one coat a1

B0 gy, 1L/LS gal (14,7 m?/1.)

Revised 2/07
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