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BURN BARRIER NO. 130
A Mineral Spirit Base Alkyd Type

Fire Retardant Varnish Overcoat for No. 129
Fire Hazard Classification, CLASS “B”

b

DESCRIPTION:

A Class "B" fire retardant vamish
overcoat. Used as a topeoat for No.
129 fire retardant wvamish basecoat.
No. 1300 15 available in three sheens,
low, semi or hi-gloss. These coatings
contiain no water soluble ingredients,
and will not leach or wm while on
aging or washing. No. 130 dries o a
umilirm sheen in approximately four
hours, and 1s suitable for use on both
INTERIOR and EXTERIOR surlaces.

= Class "A" lire rated on noncombustible
surface when used over Noo 129 fire
retardant varnish basecoat. (see fire
hacand Classilication seclion)

= Complies with federal, state, local
building and [fire code reguarements.
Drics by solvent cvaporation to a tough,
durable, ¢lear linish, available in low,
semi or hi-gloss.

» Does not leach (lose fire retardancy) on
exposure to high hamidity.

application. Adequate ventilation must
be  provided  during  and  alier
application until the coating s dry.
Keep away [rom heatl, sparks and open
Mame. Do not smoke. Extinguish all
Mames, pilot lights and heaters, turn
ofl  stoves,  clectric wols  and
appliances, and any other source of
ignition. Avoid contact with skin and
breathing of vapor or spray mist
Close container alier use. DO NOT
TAKL INTERNALLY.

Read MSDS before opening

On  cxleror  exposure  the  life * Mects all present lead and ccological containers.
\ . I regulations - Photochemically
1 cxpectancy s smularl o that of nonreactive according to Rule 102, KEEP OUT OF REACH OF
- conventional alkyd varnishes. No. 130 CIILDREN

is manufactured with Rule 66 Mineral
Spirits and possesses no sirong or
unpleasant odor, during application.
Note: To comply with the
Underwriters' Laboratories Class "IB"
fire hazard classification (ratings)
established, Mo, 129 fire retardant

CHARACTERISTICS:

Finish. ... ... L Clear
Low glcss, 12 18 uruts (Es0*

Semi-ploss, 43-53 units @l

Hi-gloss, 85-95 unils @6l

SURFACE PREPARTION:

Aller the application o BURN BARRIER
Mo, 129 Fire Retardant Vamish Base
Coat has been completed, allow the

A varnish basecoat must be applied prior Color ... Clear Varnish Hlu.r[‘ai:c Lo dry a minimum of 24 hours,
b to the application of No. 130, Spreading Rate lightly lsanl.l or sieel wool. Remove all
Fer Coat .. . ._ .. 600 sq.f'gal (14.7 m’L) dust, dirt, ete. from the surface belore

RECOMMENDED USES:

For application to all combustible
surfaces, where it is either necessary
or desirous to reduce the surface
buming  characteristics  of  the
substrate. No. 129 and No. 130
coating system is recommended for

2.7 mils wet, (L¥ mils dry
Coverage at 1 Mil Dry . 490 sq. ft./gallon
Solids by Weight . ... ... . 43% +£2%
Solids by Volume . .. ....... 3% + 2%

Drying Time @@ 77°F (25°C) & 50%
R.IL

applying No. 130,

APPLICATION:

No. 1300 can he applied hy hrush,
roller or spray, Stir material well
hefore using, then apply & uniform

) C o Towuwch, ..o 4 hours coat at a coverage rate of up to 600 sg.
use on wood paneling, woodwork, Tobhandle. . ................ & hours /LS. gallon (14.7 m¥/L). In hard use
@TS‘ door framgs and other surfaces foRecoat................ 24 hours areas or where excessive wear is
:I:gn 'ar:,mfﬁ::e'd?: rtngi CSDSE::: Tyvpeof Cure ... ... Solvent Evaporation expeeled, a second coal 15 suggested.
'ﬁ_e ’1 .h' £ Ay req Flash Point Allow at least 24 hours drying time
quent washing. : e o . .
b of Liquid Coating . .. . ... 105°F (40.6°C) hetween  coals. To  conform  with

USED BY:

('ensky-Martens closed cup)

surface burmimy characleristics
cslablished Tor this varmish, dilution of

< ?ﬁ:?flf’af%ll%ii{’ }iﬂ:ﬂ?ﬁhﬂi‘fﬂf; Reducer/Cleaner ... ..., Mincral Spinis the varmish should be compensated
Institutions, Apartments, ﬁom Is Shelf Life .. .. ... f months (unopened) with reduced coverage rates. Do not
» » - -
Factories, W{Lrehouses, Retail Packaging . . ... . ... 1 & 5 wal. containers apply when surfaee or air lemperature
Stores, R is below 30°F (10°C)
g Restaurants, Utilities,  Railroad and weight/gal. 7.75 + 0.2 Ths, ' ’
other Transportation Compames il Shipping Weight. . . .. 4 pals. - 35 Ibs.

and Chemical Installations, Military
Installations and other facilitics where
tire retardant coatings are required.

Sgals. - 42 Ths,
Application . . . . Brush, roll, conventional

APPLICATION EQUIPMENT:

Conventional Spray

- : Air Supply .. ... 11.5 CI'M, 50 psi
PERFORMANCE INFORMATION: and airless spray fluid 15 psi

- : Gun. .. .Graco 217-800 to 217-816

9 " Class "I" Lire raled on combustible PRECAUTIONS: Tyuj;e race Ext(;mal Mix
: surfaces when used over No. 129 fire The liguid coating contams volatile Reduction . ... ... Up to 7%

retardant varnish basecoar. (see fire
haard classiDeation seetion)

Continued on next page...

{combustible) solvents. Due care must
be  exereised  during  and  after
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BURN BARRIER NO. 130

A Mineral Spirit Base Alkyd Type Fire Retardant Varnish Overcoat for No. 129
N ofe o upr
Fire Hazard Classification, CLASS “B
Airless Spray FTRE HAZARD CLASSIFTCATION
Pomp............. Super Nova *
Fluid pressure. ... ...... 1625 psi Flame Spread Rating. Class “B”™ when applied to combustible surfaces.  Class “A™
Strainer. . ... 100 Mesh over non combustible surfaces; when tested inaccordanee with ASTM E-84 (NFPA
Fluid Hose ..o v .. i diameter 255}, the coating obtamed the following UNDERWRITERS” LABORATORIES fire
Gun......oo G-10N hazard classification.
Tip. oo AM2-.017
Reduction . . .......... Up to 7% COATING (S8YSTEM) DETAILS CLASSIFICATION OR RATING
(WHEN APFLTED TO DOUGLAS FIR)
* Minimum Flame Smoke
Spread Developed

SEALER — Mune
BASE COAT — Type 129 applicd in one coal
al 300 sq. (LIS, gal, (7.4 m L) 45 50
TOP COAT — Type 130 applicd in one coal al
600 5. [1/US gal (14.7 mY/L)
COATING (SYSTEM) DETAILS CLASSIFICATION OR RATING
AWHEN AFPLIEIT ITE ASBES TTSAOEMENT BOARIY
Flame Smuoke
Spread Developed

SEALER None

BASE COAT T'ype 129 applied in one coat
at 300 sq. ft./U.S. gal. (7.4 m'/L) 5 o}
TOP COAT  T'vpe 130 applied in one coat at
600 sg. fr./US gal (14.7 m’/L)

Information provided herein 15 based
on tests believed to be reliable. In as
much as we have no control over the
use or application to which others may
put this material, we make no
guarantes or warranty, This product 15
sold on the condition that each user of
the material make their own
evaluation to determine the material's
suitability for their own particular use.

Revised 02/07
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